








GENERAL NOTES:
1. CONTRACTOR SHALL INSTALL ALL IMPROVEMENTS IN
ACCORDANCE WITH THE (CITY) BUILDING CODES AND THE
2012 IBC.
2. CONTRACTOR SHALL READ THESE PLANS AND NOTES
ENTIRELY AND BRING ANY DISCREPANCIES TO GRINDLINE
SKATEPARKS INC. IMMEDIATELY.
3. CONTRACTOR SHALL VISIT THE SITE AND VERIFY EXISTING
CONDITIONS BEFORE SUBMITTAL OF A CONSTRUCTION BID.
4. IT IS THE CONTRACTOR'S RESPONSIBILITY TO LOCATE ALL
UTILITIES, SEWERS, WATER LINES, ETC.  CALL BEFORE YOU
DIG 811.
5. IF ANY UTILITIES OF FACILITIES CONFLICT WITH THE
PROPOSED IMPROVEMENTS, ALL WORK SHALL STOP
IMMEDIATELY AND THE UTILITY COMPANY SHALL BE
NOTIFIED.
6. IT SHALL BE THE RESPONSIBILITY OF THE CONTRACTOR TO
LOCATE ALL SUBSTRUCTURES WITHIN THE AREA OF
PROPOSED IMPROVEMENTS, AND IN THE EVENT OF
DAMAGE, HE SHALL BEAR THE TOTAL COST OF REPAIR OR
REPLACEMENT.
7. THE CONTRACTOR WILL PROVIDE ALL LABOR,
MATERIALS, TRANSPORTATION, AND SERVICES NECESSARY
TO FURNISH AND INSTALL ALL CONSTRUCTION ELEMENTS
AS SHOWN IN THESE PLANS AND NOTES.
8. THE CONTRACTOR SHALL OBTAIN, COORDINATE, AND
PAY FOR ALL PERMITS, FEES, AND AGENCY INSPECTIONS
AS REQUIRED.
9. ALL WORK SHALL BE GUARANTEED BY THE CONTRACTOR
AS TO MATERIALS AND WORKMANSHIP FOR A PERIOD OF
ONE YEAR FOLLOWING THE DATE OF THE FINAL
ACCEPTANCE OF THE PROJECT.  THE CONTRACTOR SHALL
PROVIDE A WRITTEN GUARANTEE ON HIS LETTERHEAD AT
THE TIME OF FINAL INSPECTION.
10. ALL DIMENSIONS ARE TAKEN FROM CURB FACE OR
EDGE OF PAVING, UNLESS NOTED OTHERWISE ON PLANS.
THE DIMENSIONS ARE SHOWN FOR APPROXIMATE LINE,
AND ALL RADII, CURVES, AND SURFACES ARE TO HAVE
EXTREMELY SMOOTH TRANSITIONS WITH ABSOLUTELY NO
ABRUPT CHANGES OR BENDS.
11. ALL FORMS AND ALIGNMENT OF PAVING SHALL BE
REVIEWED BY AN INSPECTOR PRIOR TO POURING.
NOTIFICATION WILL BE GIVEN WITH AT LEAST 48 HOURS
NOTICE.
12.  FOR SITE GRADING, SEE SITE PLAN PROVIDED FOR
APPROXIMATE SLAB ELEVATIONS.  REFER TO SECTION
DRAWINGS FOR VERTICAL CONTROLS OF SKATEPARK
FEATURES.  MAINTAIN POSITIVE DRAINAGE WITHIN NEW
AND EXISTING SLABS. FIELD FIT AS NECESSARY.
13. THE DRAWINGS AND SPECIFICATIONS REPRESENT THE
FINISHED STRUCTURE.  ALL BRACING, TEMPORARY
SUPPORTS, SHORING, ETC. ARE THE SOLE RESPONSIBILITY
OF THE CONTRACTOR.  SITE INSPECTIONS DO NOT INCLUDE
THE INSPECTION OF CONSTRUCTION METHODS AND
SAFETY CONDITIONS AT THE WORK SITE.  THESE VISITS SHALL
NOT BE CONSTRUED AS CONTINUOUS AND DETAILED
INSPECTIONS.
14. DESIGN MATERIALS, EQUIPMENT, AND PRODUCTS
OTHER THAN THOSE DESCRIBED OR INDICATED ON THE
DRAWINGS MAY BE CONSIDERED FOR USE, PROVIDED
PRIOR APPROVAL IS OBTAINED FROM THE OWNER,
GRINDLINE SKATEPARKS INC. AND THE APPLICABLE
GOVERNING CODE AUTHORITY.
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LEGEND

NOTE:    ALL COLORED CONCRETE SURFACING MIXES TO BE
APPLIED PER MANUFACTURERS RECOMMENDATION.
COLOR TO BE VERIFIED  BY CLIENT AND GRINDLINE
SKATEPARKS BEFORE INSTALLATION.

COLORED CONCRETE SURFACING TYPE 2 -  DAVIS
COLORS®  CONCRETE MIX.  COBBLESTONE (860)
(CONCRETE CAPS ONLY, FOOTERS TO BE TYPE 1 -
DAVIS  COLORS® SANDSTONE (5237).

NATURAL GREY PORTLAND CONCRETE

COLORED CONCRETE SURFACING TYPE 1 -  DAVIS
COLORS®  CONCRETE MIX.  SANDSTONE (5237)
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CONSTRUCTION JOINT

BOND BEAM-STEEL COPING

       SAW CUT JOINT 4
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14
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SAW CUT PATTERN IS SHOWN TO PROVIDE
DIRECTION. CONTRACTOR TO CUT SLAB AS
NEEDED TO PREVENT CRACKING.  SAW CUTS
MUST BE MADE BEFORE ANY SIGNS OF THERMAL
CRACKING.  THERMAL CRACKING AS A RESULT
OF INSUFFICANT CRACK CONTROL MAY RESULT
IN UNSKATABLE SURFACES.

              BOND BEAM- POOL COPING 7
SP3.1
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CONCRETE SURFACING1
SP3.1

2
SP3.1NTS

SHOTCRETE SURFACING
NTS

3
SP3.1

CONCRETE EDGE
NTS

NOTE TYP.
SEE GEOTECH REPORT FOR
SUBGRADE RECOMMENDATIONS.

GRADED AGGREGATE BASE

#3 BARS @12" O.C. BOTH
WAYS, CENTER BARS IN SLAB
UNLESS NOTED OTHERWISE

5" THICK CONCRETE SLAB, SEE
SPECIFICATIONS FOR FURTHER
INFORMATION

HAND TROWELED SMOOTH
FINISH

5" TYP.

4" TYP.

GRADED AGGREGATE BASE

#3 BARS @12" O.C. BOTH
WAYS, CENTER BARS IN SLAB

UNLESS NOTED OTHERWISE

6" THICK CONCRETE SLAB, SEE
SPECIFICATIONS FOR FURTHER

INFORMATION

HAND TROWELED SMOOTH
FINISH

6" TYP.

4" TYP.

3/8" RADIUS
TOOLED EDGEGRADED AGGREGATE BASE

#3 BARS @12" O.C. BOTH
WAYS, CENTER BARS IN SLAB

UNLESS NOTED OTHERWISE

5" THICK CONCRETE SLAB, SEE
SPECIFICATIONS FOR FURTHER

INFORMATION

HAND TROWELED SMOOTH
FINISH

1'-0"

0'-6"

POOL COPING & BOND BEAM7
SP3.1 NTS

SAW-CUT JOINT4
SP3.1 NTS

CONSTRUCTION JOINT5
SP3.1 NTS

9
SP3.1 NTS

REINFORCED CONCRETE LEDGE - CANTILEVER EDGE8
SP3.1 NTS

TYPICAL NOTES:
PRIME STEEL WITH WITH RUST-OLEUM

INTERIOR/EXTERIOR FLAT PRIMER OR EQUAL
BEFORE INSTALLATION.

PAINT EXPOSED STEEL WITH RUST-OLEUM
ACRYLIC INTERIOR/EXTERIOR BLACK GLOSS
ENAMEL OR EQUAL AFTER INSTALLATION.

STEEL GRIND EDGE - CANTILEVER STEEL CHANNEL

VARIES

9
SP3.1

C6 X 8.2 STEEL
CHANNEL

0'-6"

8
SP3.1

3/16"

1"

0'-3" 0'-3"

MIN. 14, MAX 13 OF
SLAB THICKNESS

1
8" WIDE SAW-CUT

5" TYP.

#4 X 18" SMOOTH
DOWEL @24" O.C.

CENTER BARS
IN SLAB, TYP.

5" TYP.

4" TYP.

1"
2"

2" PRECAST BULLNOSE
CONCRETE COPING. TEDDER
STONE COPING CO. OR
EQUAL W/ 38" MORTAR JOINTS

1" BED OF MORTAR MASONRY MIX
TOOLED FLUSH W/ SHOTCRETE
(COLOR TO MATCH CONCRETE)

#4 X 18" SMOOTH DOWEL @24" O.C.

6
SP3.1

CONSTRUCTION
JOINT

6"
VARIES,

SEE SECTION

WELD #3 CROSS BRACES
@18" O.C. BOTH WAYS

#3 BARS @18" O.C.
BOTH WAYS

4" TYP.

#3 BARS @18" O.C.
BOTH WAYS, TYP.

COLD JOINT IF
REQUIRED

INSTALL FLUSH W/ CONCRETE, GRIND
CONCRETE FLUSH IF REQUIRED

C6 X 8.2 STEEL CHANNEL, TYP.

DRAIN6
SP3.1 NTS

TOP OF DRAIN GRATE

SLOPE TO DRAIN
8" DIA.

SLOPE TO DRAIN

CONCRETE SLAB

SDR-35 ELBOW

6" SDR-35 PIPELINE (TYP.)

GRINDLINE
DRAIN GRATE

3"

8" DIA.

VARIES

GRINDLINE THE
DRAIN
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4" x 1/4" FLAT BLACK STEEL
BAR BRAKE BEND TO MATCH
ANGLE OF LEDGE

INSTALL FLUSH W/ CONC. TYP.
GRIND CONC. IF NECESSARY

#3 REBAR WELD TO
TUBING EVERY 36" MIN.
OFFSET  HORIZONTAL AND
VERTICAL EVERY18" MIN.

16
SP3.2 NTS

3/8"

4"

FLAT STEEL BAR GRIND EDGE - BRAKE BEND

HANDRAIL FOOTING - END PIECE12
SP3.2 NTS

VARIES. SEE SECTIONS FOR MATERIAL

MITER STEEL AT ALL EDGES OF
STEEL TUBING. GRIND SMOOTH

CONTINUOUS WELD

VARIES, SEE SECTIONS FOR MATERIAL.
PAINT STEEL PRIOR TO CONCRETE POUR

#4 X 2" STEEL ANCHOR
BOTH SIDES. (TYP.) @ EACH POST.

UNDISTURBED NATIVE SOIL

VARIES, SEE SECTION

0'-5"

1'-0" MIN.

0'-6"

3" MIN. CLEARANCE.

1'-0"

HANDRAIL FOOTING - CENTER POST13
SP3.2 NTS

1'-0"

3" MIN. CLEARANCE.

0'-6"

1'-0" MIN.

0'-5"

VARIES, SEE SECTION

VARIES. SEE SECTIONS FOR MATERIAL

WELD END PIECE TO
PERPENDICULAR STEEL TUBING.

GRIND SMOOTH.

CONTINUOUS WELD

VARIES, SEE SECTIONS FOR MATERIAL.
PAINT STEEL PRIOR TO CONCRETE POUR

#4 X 2" STEEL ANCHOR
BOTH SIDES. (TYP.) @ EACH POST.

UNDISTURBED NATIVE SOIL

VARIES,
SEE SECTION

VARIES,
SEE SECTION

11
SP3.2 NTS

REINFORCED CONCRETE LEDGE - FLUSH EDGE10
SP3.2 NTS

TYPICAL NOTES:
PRIME STEEL WITH WITH RUST-OLEUM

INTERIOR/EXTERIOR FLAT PRIMER OR EQUAL
BEFORE INSTALLATION.

PAINT EXPOSED STEEL WITH RUST-OLEUM
ACRYLIC INTERIOR/EXTERIOR BLACK GLOSS
ENAMEL OR EQUAL AFTER INSTALLATION.

STEEL GRIND EDGE - FLUSH STEEL CHANNEL

VARIES

11
SP3.2

C6 X 8.2 STEEL
CHANNEL

0'-6"

10
SP3.2

3/16"

VARIES,
SEE SECTION

WELD #3 CROSS BRACES
@18" O.C. BOTH WAYS

#3 BARS @18" O.C.
BOTH WAYS

4" TYP.

#3 BARS @18" O.C.
BOTH WAYS, TYP.

COLD JOINT IF
REQUIRED

INSTALL FLUSH W/ CONCRETE, GRIND
CONCRETE FLUSH IF REQUIRED

C6 X 8.2 STEEL CHANNEL, TYP.

0'-1/4"

0'-1/4"

0'-4"

0'-9"

0'-5"

NOTE:  PRIME STEEL WITH WITH RUST-OLEUM INTERIOR/
EXTERIOR FLAT PRIMER OR EQUAL BEFORE INSTALLATION.
PAINT EXPOSED STEEL WITH RUST-OLEUM ACRYLIC
INTERIOR/EXTERIOR BLACK GLOSS ENAMEL OR EQUAL
AFTER INSTALLATION.

STEEL COPING AND BOND BEAM14
SP3.2 NTS

0'-7"

1'-0"

#4 X 18" SMOOTH
DOWEL @24" O.C.

1
8" BULLNOSE CONTINUOUS TOOLED EDGE

WELD 12" X 6" ANCHOR BOLT OR NELSON
STUD @36" O.C. MIN.

2.0" OR 2.5" ID SCH. 40 STANDARD BLACK
STEEL SEAM WELDED PIPE COPING

1
8" BULLNOSE CONTINUOUS TOOLED EDGE

6" LENGTH MIN.

COLD JOINT

SHOTCRETE
SURFACING

1
2" X 6" ANCHOR
BOLT OR NELSON
STUD @36" O.C. MIN.

TYPICAL STRAIGHT CURB WITH SCUPPER15
SP3.2 NTS

1
SP3.1

CONCRETE SURFACING 1" 6" R 1.5" TYP.

1" SCUPPER @3' O.C.

6" .5" MIN.

1"6"
1" SCUPPER @3' O.C.

SECTION VIEW:

ELEVATION VIEW:

4" x 4" x 1/4" BLACK STEEL
ANGLE IRON

0'-4"

INSTALL FLUSH W/ CONC. TYP.
GRIND CONC. IF NECESSARY

24" LENGTH

24" LENGTH

#4 REBAR WELD TO
TUBING EVERY 36" MIN.
OFFSET  HORIZONTAL AND
VERTICAL EVERY18" MIN.

GRIND STEEL TO MATCH
ANGLE OF LEDGE

ANGLE IRON - BANKED GRIND EDGE17
SP3.2 NTS

3/8"
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AREA I

AREA II

AREA III

AREA IV

AREA VI

AREA V

POINT #

261603.25*6

11

NORTHING

261297.65

*25

2481837.03

2481510.70

EASTING

261354.91

1904.55

ELEVATION

1882.01

2480922.47 1884.57

DESCRIPTION

SET X

SET X

SET MAG

LOCATION

IN NORTH CURB OF CATALDO AVENUE

IN ASPHALT NORTHWEST CORNER

HOWARD ST. AND MALLON AVE.

IN SIDEWALK NORTHEAST CORNER

RIVER DR. AND WASHINGTON ST.

* NOT SHOWN ON PLANS

M
A

T
C

H
 
L
I
N

E
 
S

H
E

E
T

 
L
1
.
2

W
A

S
H

I
N

G
T

O
N

 
S

T
.

NORTH RIVER DR.

MATCH LINE SHEET C1.1

MATCH LINE SHEET C1.2

M
A

T
C

H
 
L

I
N

E
 
S

H
E

E
T

 
L

1
.
3

TBM #11

18.0' 24.0' 18.0'
18.0'24.0'8.5'

8.0'

18.0' 24.0' 18.0'
18.0'

1
1

 
S

T
A

L
L

S
 
@

 
9

'
=

9
9

'

1
1

 
S

T
A

L
L

S
 
@

 
9

'
=

9
9

'

1
1

 
S

T
A

L
L

S
 
@

 
9

'
=

9
9

'

1
0

 
S

T
A

L
L

S
 
@

 
9

'
=

9
0

'

7
 
S

T
A

L
L

S
 
@

 
9

'
=

6
3

'

28.0'

4'R

7
 
S

T
A

L
L

S
 
@

 
9

'
=

6
3

'

1
0

 
S

T
A

L
L

S
 
@

 
9

'
=

9
0

'

9 STALLS @ 9'=81'

15.9'

13.0'

1
6

.
0

'

1
6

.
0

'

28.0'

18.0'

4'R

4'R

4'R

1'

1'

5'R

5'R

13.0'

5'R

5'R

4.5'R

13.5'
11.9'

60.5'R

6'R

28'R
6'R

3'R

2
6

.
4

'

30.0'

23.2'

8
.
7

'

1
1

.
8

'

30.8'R

10'R

15'R

2 ACCESSIBLE

STALLS=21'

2

C4.1

HEAVY DUTY

ASPHALT

1

C4.1

STANDARD DUTY

ASPHALT

2

C
4
.
1

H
E

A
V

Y
 
D

U
T

Y

A
S

P
H

A
L

T

6
.
3

'

2

C
4
.
1

H
E

A
V

Y
 
D

U
T

Y

A
S

P
H

A
L
T

2

C
4
.
1

H
E

A
V

Y
 
D

U
T

Y

A
S

P
H

A
L

T

16.0'
16.0'

24.0'

CONCRETE

CURB (TYP.)

MATCH EXISTING

ASPHALT

MATCH EXISTING

ASPHALT

3' CONCRETE

"V" GUTTER,

SEE NOTE 12

TREE GRATE

(TYP.)

POWER POLE

TO REMAIN

12' SIDEWALK

8' SIDEWALK

3

C4.1

HEAVY-DUTY

CONCRETE

4

C4.1

ACCESSIBLE

PARKING - A

RETAINING WALL

"NO PARKING" AND "BUS

STOP" SIGNS. SEE

TRAFFIC PLANS

42.7'

MATCH EXISTING

SIDEWALK

SEE NOTE 8

5'R

6
0
.2

'

SEE NOTE 8

SEE NOTE 8

F

3

C4.1

HEAVY DUTY

CONCRETE

SEE SHEET T5.0

FOR WASHINGTON

ST. STRIPING

WATER MANHOLE

TO REMAIN

G

SEE NOTE 2

2
4

.
0

'

1
8

.
0

'

SEE SHEET T5.1

FOR STRIPING

1
3
.3

'

62.5'

50.7'

24.7'

1'R

1'R

CANOPY AND COLUMNS (TYP.)

SEE ARCHITECTURAL PLANS

7

C4.2

ACCESSIBLE SIGN

MOUNTED ON

BUILDING

10' SIDEWALK

A

MAINTENANCE

BUILDING

BIKE RACK

SEE NOTE 2

C

B

3

C4.1

HEAVY-DUTY

CONCRETE

1

C
4
.
1

S
T

A
N

D
A

R
D

 
D

U
T

Y

A
S

P
H

A
L

T

1

C
4
.
1

S
T

A
N

D
A

R
D

 
D

U
T

Y

A
S

P
H

A
L

T

DIRECTIONAL

ARROW (TYP.)

CURB INLET

(TYP.)

DROP OFF

LANE STRIPE

20'R

CURB INLET

(TYP.)

PARKING KIOSK

WITH CONCRETE

PAD, SEE NOTE 2

E

D

1
2

1
.
4

'

CONCRETE CURB

WALL, SEE NOTE 14

VEHICLE GATE

SEE ARCHITECTURAL PLANS

BOLLARDS (TYP.)

SEE ARCHITECTURAL

PLANS

MATCH EXISTING

CURB

TREE TO REMAIN

2
4

.
0

'

2
1
.
5
'

9
5

.
4

'

9
0

.
1

'

PROPERTY

LINE

SEE SHEET T5.1 FOR

NORTH RIVER DR.

STRIPING

15.0'

1
2

.
0

'
1

2
.
0

'
1

2
.
0

'
1

2
.
0

'

SEE

NOTE 17

SEE NOTE 17

PROPERTY

LINE

SIDEWALK

SEE LANDSCAPE PLANS

FOR JOINT PATTERN

28'R

TELEPHONE VAULT

TO REMAIN

1
5

.
2

'

22.5'

2'R

1'

1'

9

C4.2

GATE POCKET

Know what's below.
before you dig.Call

R

UTILITY STATEMENT

LOCATION OF EXISTING UNDERGROUND

UTILITIES HAVE BEEN TAKEN FROM

DRAWINGS AND FIELD LOCATES SUPPLIED BY

THE APPROPRIATE UTILITY COMPANIES.

UTILITY LOCATIONS SHOWN ON THIS
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BENCH MARK NOTE

CONTRACTOR SHALL PROTECT ALL EXISTING PROPERTY CORNERS AND BENCH MARKS. ANY DAMAGE

CAUSED BY CONSTRUCTION ACTIVITIES SHALL BE REMEDIED AT THE CONTRACTOR'S EXPENSE.

1. THE 2018 EDITION OF THE WSDOT STANDARD

SPECIFICATIONS FOR ROAD, BRIDGE AND MUNICIPAL

CONSTRUCTION ARE THE MINIMUM STANDARDS AND ANY

ADDITIONAL REQUIREMENTS BY CITY OF SPOKANE SHALL

SUPERSEDE.

2. SEE LANDSCAPE PLANS FOR FENCES, MOW STRIPS, GATES,

BIKE RACKS, LANDSCAPE CURBING, TREE GRATES, PARKING

KIOSK, BENCHES, ETC.).

3. ACCESSIBLE RAMPS, SIGNS AND PAINTED STALLS SHALL

CONFORM TO CITY OF SPOKANE STANDARDS AND WAC 51-50,

(AMERICANS WITH DISABILITIES ACT).

4. ACCESSIBLE PARKING STALLS SHALL BE INSTALLED WITH

SIGNS. SEE DETAILS, SHEET C4.1 AND C4.2.

5. ACCESSIBLE PARKING STRIPING SHALL COMPLY WITH CITY

STANDARD PLAN G-54 AND G-80A.

6. PARKING STALL STRIPING SHALL BE 4" WIDE AND DROP-OFF

LANE STRIPING SHALL BE 8" WIDE CONSISTING OF (2) COATS

OF TRAFFIC YELLOW PAINT. DIRECTIONAL ARROWS AND

CROSSWALK STRIPING SHALL CONSIST OF (2) COATS OF

REFLECTORIZED WHITE PAINT. PRIOR TO STRIPING,

CONTRACTOR SHALL CLEAN ASPHALT.

7. DIMENSIONS ARE TO FACE OF CURB UNLESS OTHERWISE

NOTED. RADII FOR CURBING SHALL BE 3' IF NOT SHOWN.

8. A 12" NOSE DOWN SHALL BE PROVIDED AT ENDS OF

CURBING.

9. CONCRETE CURB SHALL CONFORM TO CITY STANDARD PLAN

F-106.

10. CONCRETE SIDEWALK SHALL CONFORM TO CITY STANDARD

PLAN F-102.

11. CURB RAMPS SHALL CONFORM TO CITY STANDARD PLAN

F-105B (TYPE 2) AND F-105D (TYPE 3) AS APPROPRIATE AND

REFERENCED DETAILS.

12. CONCRETE "V" GUTTER (W=3') SHALL CONFORM TO CITY

STANDARD PLAN F-106A.

13. CURB INLETS SHALL CONFORM TO CITY STANDARD PLAN

F-109. CONSTRUCT SWALE DRAIN PADS TO WITHIN 12" OF

BOTTOM OF SWALE PER CITY STANDARD PLAN F-110.

14. CONCRETE CURB WALL SHALL CONFORM TO CITY STANDARD

PLAN D-101B.

15. ALL CONCRETE AND ASPHALT SURFACES SHALL BE SAWCUT

WHERE MATCHING TO NEW HARD SURFACING.

16. ALL BROKEN, HEAVED OR SUNKEN SIDEWALK, CURBS AND

DRIVEWAY APPROACHES ADJACENT TO THE PROJECT

(WITHIN THE RIGHT-OF-WAY) WILL BE REPLACED OR

REPAIRED. WHETHER CAUSED BY CONSTRUCTION OR NOT.

17. INSTALL "NO PARKING - LOADING ZONE" SIGNS PER DETAIL 8,

SHEET C4.2. SIGN POST, MATERIALS AND INSTALLATION PER

CITY STANDARD PLANS G-10 THROUGH G-40, AS

APPROPRIATE.
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APPROX. ORDINARY HIGH WATER MARK

AREA I

AREA II

AREA III

AREA IV

AREA VI

AREA V

POINT #

261603.25*6
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NORTHING

261297.65

*25

2481837.03

2481510.70

EASTING

261354.91

1904.55

ELEVATION

1882.01

2480922.47 1884.57

DESCRIPTION

SET X

SET X

SET MAG

LOCATION

IN NORTH CURB OF CATALDO AVENUE

IN ASPHALT NORTHWEST CORNER
HOWARD ST. AND MALLON AVE.

IN SIDEWALK NORTHEAST CORNER
RIVER DR. AND WASHINGTON ST.

* NOT SHOWN ON PLANS
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UTILITY STATEMENT
LOCATION OF EXISTING UNDERGROUND

UTILITIES HAVE BEEN TAKEN FROM
DRAWINGS AND FIELD LOCATES SUPPLIED BY

THE APPROPRIATE UTILITY COMPANIES.
UTILITY LOCATIONS SHOWN ON THIS

DRAWING ARE APPROXIMATE ONLY. PRIOR
TO BEGINNING ANY CONSTRUCTION, THE
CONTRACTOR SHALL VERIFY THE EXACT

LOCATION OF EACH UTILITY.
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TBM INFORMATION

BENCH MARK NOTE
CONTRACTOR SHALL PROTECT ALL EXISTING PROPERTY CORNERS AND BENCH MARKS. ANY DAMAGE
CAUSED BY CONSTRUCTION ACTIVITIES SHALL BE REMEDIED AT THE CONTRACTOR'S EXPENSE.

LEGEND
NOTES

1. THE 2018 EDITION OF THE WSDOT STANDARD SPECIFICATIONS FOR
ROAD, BRIDGE AND MUNICIPAL CONSTRUCTION ARE THE MINIMUM
STANDARDS AND ANY ADDITIONAL REQUIREMENTS BY CITY OF
SPOKANE SHALL SUPERSEDE.

2. SEE LANDSCAPE PLANS FOR FENCES, MOW STRIPS, GATES, BIKE
RACKS, LANDSCAPE CURBING, TREE GRATES, PARKING KIOSK,
BENCHES, ETC.).

3. ACCESSIBLE RAMPS, SIGNS AND PAINTED STALLS SHALL CONFORM
TO CITY OF SPOKANE STANDARDS AND WAC 51-50, (AMERICANS
WITH DISABILITIES ACT).

4. ACCESSIBLE PARKING STALLS SHALL BE INSTALLED WITH SIGNS.
SEE DETAILS, SHEET C4.1 AND C4.2.

5. ACCESSIBLE PARKING STRIPING SHALL COMPLY WITH CITY
STANDARD PLAN G-54 AND G-80A.

6. PARKING STALL STRIPING SHALL BE 4" WIDE AND LANE STRIPING
SHALL BE 8" WIDE CONSISTING OF (2) COATS OF TRAFFIC YELLOW
PAINT. DIRECTIONAL ARROWS AND CROSSWALK STRIPING SHALL
CONSIST OF (2) COATS OF REFLECTORIZED WHITE PAINT. PRIOR TO
STRIPING, CONTRACTOR SHALL CLEAN ASPHALT.

7. DIMENSIONS ARE TO FACE OF CURB UNLESS OTHERWISE NOTED.
RADII FOR CURBING SHALL BE 3' IF NOT SHOWN.

8. A 12" NOSE DOWN SHALL BE PROVIDED AT ENDS OF CURBING.

9. CONCRETE CURB SHALL CONFORM TO CITY STANDARD PLAN F-106.

10. CONCRETE SIDEWALK SHALL CONFORM TO CITY STANDARD PLAN
F-102.

11. CURB RAMPS SHALL CONFORM TO CITY STANDARD PLAN F-105B
(TYPE 2) AND F-105D (TYPE 3) AS APPROPRIATE AND REFERENCED
DETAILS.

12. CONCRETE "V" GUTTER (W=3') SHALL CONFORM TO CITY STANDARD
PLAN F-106A.

13. CURB INLETS SHALL CONFORM TO CITY STANDARD PLAN F-109.
CONSTRUCT SWALE DRAIN PADS TO WITHIN 12" OF BOTTOM OF
SWALE PER CITY STANDARD PLAN F-110.

14. CONCRETE DRIVEWAY SHALL CONFORM TO CITY STANDARD PLAN
F-103B EXCEPT CONSTRUCT PER DIMENSIONS ON DETAIL 8, SHEET
C4.2.

15. CONCRETE CURB WALL SHALL CONFORM TO CITY STANDARD PLAN
D-101B.

16. ALL CONCRETE AND ASPHALT SURFACES SHALL BE SAWCUT
WHERE MATCHING TO NEW HARD SURFACING.

17. ALL BROKEN, HEAVED OR SUNKEN SIDEWALK, CURBS AND
DRIVEWAY APPROACHES ADJACENT TO THE PROJECT (WITHIN THE
RIGHT-OF-WAY) WILL BE REPLACED OR REPAIRED. WHETHER
CAUSED BY CONSTRUCTION OR NOT.
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PLANS
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AREA III
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PLANS
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STORMWATER (SW)

PLANS
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MATCH
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SEE

NOTE 9
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NOTE 9

84.00 TW/BW
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81.39 TS
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GATE POCKET

GRADING
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84.70 GT
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81.00 BW
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83.74 GT

81.64

TC/GT
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81.70 TS

81.72 TS

SEE

NOTE 9

PROPERTY

LINE

81.56 TS

83.00

SEE

NOTE 9
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AREA I
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DESCRIPTION

SET X

SET X

SET MAG

LOCATION

IN NORTH CURB OF CATALDO AVENUE

IN ASPHALT NORTHWEST CORNER

HOWARD ST. AND MALLON AVE.

IN SIDEWALK NORTHEAST CORNER

RIVER DR. AND WASHINGTON ST.

* NOT SHOWN ON PLANS

HIGH POINT

83.00 TS

83.00 TC

82.50 GT

82.63 TS

83.50 TC

83.00 GT

83.04 TC

82.54 GT

82.52 TS

82.52
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82.52 TP

83.00 TS

MASONRY FENCE

SEE ARCHITECTURAL

PLANS

SLIDING GATE, SEE

ARCHITECTURAL

PLANS

SEE NOTE 9

82.52

TC/GT/TS

SEE NOTE 9

82.34 TG

CONCRETE

82.85 TS

82.75 TC

82.25 GT

SEE NOTE 9
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UTILITY STATEMENT

LOCATION OF EXISTING UNDERGROUND

UTILITIES HAVE BEEN TAKEN FROM

DRAWINGS AND FIELD LOCATES SUPPLIED BY

THE APPROPRIATE UTILITY COMPANIES.

UTILITY LOCATIONS SHOWN ON THIS

DRAWING ARE APPROXIMATE ONLY. PRIOR

TO BEGINNING ANY CONSTRUCTION, THE

CONTRACTOR SHALL VERIFY THE EXACT

LOCATION OF EACH UTILITY.

S.18, T.25N., R.43E., W.M., CITY OF SPOKANE, SPOKANE COUNTY, WASHINGTON

NOTES

1. THE 2018 EDITION OF THE WSDOT STANDARD SPECIFICATIONS

FOR ROAD, BRIDGE AND MUNICIPAL CONSTRUCTION ARE THE

MINIMUM STANDARDS AND ANY ADDITIONAL REQUIREMENTS BY

CITY OF SPOKANE SHALL SUPERSEDE.

2. SITE GRADING SHALL BE COMPLETED IN CONFORMANCE WITH

THE RECOMMENDATIONS OF THE SOILS INVESTIGATION

COMPLETED BY GEOENGINEERS DATED APRIL 10, 2019.

3. CONTRACTOR TO COORDINATE REQUIRED TESTING AND

INSPECTION WITH THE OWNER'S TESTING AGENCY AND THE

CITY OF SPOKANE.

4. SPOT ELEVATIONS ARE FOR FINISH GRADE UNLESS OTHERWISE

NOTED. TOP OF CURB ELEVATIONS ARE 0.5' HIGHER THAN

ASPHALT FINISH GRADE (TYP.), UNLESS NOTED.

5. GRADES SHOWN IN PLANTING AREAS ARE TO FINISH GRADE.

THE SITE CONTRACTOR SHALL COORDINATE INSTALLATION AND

DEPTH OF IMPORTED TOP SOIL IN THESE AREAS WITH

LANDSCAPE PLANS AND LANDSCAPE CONTRACTOR.

6. FOR ANY CURB GRADES LESS THAN 0.8% (0.008 FT/FT), A

PROFESSIONAL LAND SURVEYOR CURRENTLY LICENSED IN THE

STATE OF WASHINGTON SHALL VERIFY THAT THE CURB FORMS

ARE AT THE GRADES NOTED ON THE ACCEPTED PLANS, PRIOR

TO PLACEMENT OF CONCRETE. THE CONTRACTOR IS

RESPONSIBLE FOR ARRANGING AND COORDINATING WORK

WITH THE SURVEYOR.

7. PRIOR TO FINAL SITE PREPARATION OF LANDSCAPE AREAS, THE

EQUIPMENT/LAYDOWN AREA, MATERIAL STORAGE AREA,

CONTRACTOR TRAILER AREA AND PARKING AREA SHALL BE

SCARIFIED TO A MINIMUM DEPTH OF 18". NOTIFY OWNER FOR

OWNER PROVIDED COMPACTION TESTING TO INSURE THE SOILS

DO NOT EXCEED 85% DENSITY PER ASTM D1557 OR ASTM D2922.

8. CURB INLETS SHALL CONFORM TO CITY STANDARD PLAN F-109.

CONSTRUCT SWALE DRAIN PADS TO WITHIN 12" OF BOTTOM OF

SWALE PER CITY STANDARD PLAN F-110.

9. A 12" NOSE DOWN SHALL BE PROVIDED AT ENDS OF CURBING,

EXCEPT WHEN MATCHING TO BUILDING LINE OR FENCE.

GRADING PLAN - AREA III AND V

1"=20'

C2.1

CWD

SAA

LEGEND

83.00

1881

EXISTING CONTOUR

PROPOSED CONTOUR

PROPOSED SPOT

ELEVATION (ADD 1800)

EXISTING SPOT

ELEVATION

FLOW ARROW

BOTTOM OF SWALE

KEY PLAN

402020 10

FEETSCALE:

0

1 INCH = 20

CONTOUR INTERVAL = 1 FOOT

TBM INFORMATION

BENCH MARK NOTE

CONTRACTOR SHALL PROTECT ALL EXISTING PROPERTY CORNERS AND BENCH MARKS. ANY DAMAGE

CAUSED BY CONSTRUCTION ACTIVITIES SHALL BE REMEDIED AT THE CONTRACTOR'S EXPENSE.

BW BOTTOM OF WALL

FF FINISH FLOOR

GT GUTTER

ME MATCH EXISTING

TC TOP OF CURB

TG TOP OF GRATE

TS TOP OF SIDEWALK

TW TOP OF WALL

ABBREVIATIONS
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GATE POCKET GRADING22
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DESCRIPTION

SET X

SET X

SET MAG

LOCATION

IN NORTH CURB OF CATALDO AVENUE

IN ASPHALT NORTHWEST CORNER

HOWARD ST. AND MALLON AVE.

IN SIDEWALK NORTHEAST CORNER

RIVER DR. AND WASHINGTON ST.
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UTILITY STATEMENT

LOCATION OF EXISTING UNDERGROUND

UTILITIES HAVE BEEN TAKEN FROM

DRAWINGS AND FIELD LOCATES SUPPLIED BY

THE APPROPRIATE UTILITY COMPANIES.

UTILITY LOCATIONS SHOWN ON THIS

DRAWING ARE APPROXIMATE ONLY. PRIOR

TO BEGINNING ANY CONSTRUCTION, THE

CONTRACTOR SHALL VERIFY THE EXACT

LOCATION OF EACH UTILITY.
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S.18, T.25N., R.43E., W.M., CITY OF SPOKANE, SPOKANE COUNTY, WASHINGTON
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NOTES
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KEY PLAN

GRADING PLAN - AREA VI

CWD

SAA

TBM INFORMATION

BENCH MARK NOTE

CONTRACTOR SHALL PROTECT ALL EXISTING PROPERTY CORNERS AND BENCH MARKS. ANY DAMAGE

CAUSED BY CONSTRUCTION ACTIVITIES SHALL BE REMEDIED AT THE CONTRACTOR'S EXPENSE.

LEGEND

83.00

1881

EXISTING CONTOUR

PROPOSED CONTOUR

PROPOSED SPOT

ELEVATION (ADD 1800)

EXISTING SPOT

ELEVATION

FLOW ARROW

BOTTOM OF SWALE

1. THE 2018 EDITION OF THE WSDOT STANDARD

SPECIFICATIONS FOR ROAD, BRIDGE AND MUNICIPAL

CONSTRUCTION ARE THE MINIMUM STANDARDS AND

ANY ADDITIONAL REQUIREMENTS BY CITY OF

SPOKANE SHALL SUPERSEDE.

2. SITE GRADING SHALL BE COMPLETED IN

CONFORMANCE WITH THE RECOMMENDATIONS OF

THE SOILS INVESTIGATION COMPLETED BY

GEOENGINEERS DATED APRIL 10, 2019.

3. CONTRACTOR TO COORDINATE REQUIRED TESTING

AND INSPECTION WITH THE OWNER'S TESTING

AGENCY AND THE CITY OF SPOKANE.

4. SPOT ELEVATIONS ARE FOR FINISH GRADE UNLESS

OTHERWISE NOTED. TOP OF CURB ELEVATIONS ARE

0.5' HIGHER THAN ASPHALT FINISH GRADE (TYP.),

UNLESS NOTED.

5. GRADES SHOWN IN PLANTING AREAS ARE TO FINISH

GRADE. THE SITE CONTRACTOR SHALL COORDINATE

INSTALLATION AND DEPTH OF IMPORTED TOP SOIL IN

THESE AREAS WITH LANDSCAPE PLANS AND

LANDSCAPE CONTRACTOR.

6. FOR ANY CURB GRADES LESS THAN 0.8% (0.008

FT/FT), A PROFESSIONAL LAND SURVEYOR

CURRENTLY LICENSED IN THE STATE OF

WASHINGTON SHALL VERIFY THAT THE CURB FORMS

ARE AT THE GRADES NOTED ON THE ACCEPTED

PLANS, PRIOR TO PLACEMENT OF CONCRETE. THE

CONTRACTOR IS RESPONSIBLE FOR ARRANGING

AND COORDINATING WORK WITH THE SURVEYOR.

7. PRIOR TO FINAL SITE PREPARATION OF LANDSCAPE

AREAS (PRIOR TO TOPSOIL PLACEMENT), THE

EQUIPMENT/LAYDOWN AREA, MATERIAL STORAGE

AREA, CONTRACTOR TRAILER AREA AND

CONSTRUCTION PARKING AREA SHALL BE SCARIFIED

TO A MINIMUM DEPTH OF 18". NOTIFY OWNER FOR

OWNER PROVIDED COMPACTION TESTING TO INSURE

THE SOILS DO NOT EXCEED 85% DENSITY PER ASTM

D1557 OR ASTM D2922.

8. CURB INLETS SHALL CONFORM TO CITY STANDARD

PLAN F-109. CONSTRUCT SWALE DRAIN PADS TO

WITHIN 12" OF BOTTOM OF SWALE PER CITY

STANDARD PLAN F-110.

9. A 12" NOSE DOWN SHALL BE PROVIDED AT ENDS OF

CURBING, EXCEPT WHEN MATCHING TO BUILDING

LINE.

BW BOTTOM OF WALL

GT GUTTER

ME MATCH EXISTING

TC TOP OF CURB

TG TOP OF GRATE

TS TOP OF SIDEWALK

TW TOP OF WALL
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GAS METER

2" WATER SERVICE,

SEE PLUMBING

PLANS FOR

CONTINUATION

TRANSFORMER

SEE ELECTRICAL

PLANS

G

WA

W
A

S

S

W

A

UTILITY CT CABINET

AND METER. SEE

ELECTRICAL PLANS

SS CLEANOUT #2

RIM EL=1882.75

6" IE=1880.77

CONNECT TO 4"

BUILDING WASTE

S

S

SS MANHOLE #1

RIM EL=1879.90

6" IE IN=1875.44(NE)

6" IE OUT=1875.34(E)

MAINTENANCE

BUILDING

FF=1883.00

F

F

=

1

8

8

1

.

0

0

MATCH LINE, SEE SHEET C3.2

MATCH LINE, SEE SHEET C3.3

W

A

W

A

6" SS

L=16.32'

(THIS SHEET)

G=0.1614

6" SS

L=91.62'

(THIS SHEET)

G=0.0120

MATCH LINE, SEE SHEET C3.3

2" WA STUB TO PUMP

HOUSE BUILDING, SEE

MECHANICAL PLANS

FOR CONTINUATION

2" WA

L=71.25'

2" WA

L=10.51'

2" WA

L=18.47'

6" SS

L=24.47'

(THIS SHEET)

G=0.0600

SS CLEANOUT #1

6" IE=1879.59

OIL WATER SEPARATOR

SEE PLUMBING PLANS

2" G

L=19.69'

(THIS SHEET)

SEE NOTE 14

CROSSING

12" SD IE=1879.97

6" SS IE=1874.88

CROSSING

24" SD IE=1875.80

6" SS IE=1874.66

CROSSING

2" WA IE=1877.50

24" SD IE=1874.75

SLEEVE WATER

LINE, SEE NOTE 13

CROSSING

12" SD IE=1880.00

2" WA IE=1877.50

SLEEVE WATER

LINE, SEE NOTE 13

PROVIDE 10"

DUCTILE IRON

SLEEVE UNDER

WALL

PROPERTY LINE

3" TO 6" TRANSITION

CONNECT TO 4" WATER

WITH 2" WIDE BAND

DOUBLE SADDLE AND

2" CORPORATION STOP

(MULLER H-10013)

SS CLEANOUT #2

RIM EL=1882.75

6" IE=1880.77

CONNECT TO 4"

BUILDING WASTE

SS CLEANOUT #2

RIM EL=1882.75

6" IE=1880.77

CONNECT TO 4"

BUILDING WASTE

SS CLEANOUT #2

RIM EL=1882.75

6" IE=1880.77

CONNECT TO 4"

BUILDING WASTE

4"x2" REDUCER WITH

2" SERVICE TO

MAINTENANCE

BUILDING

CONNECT 3/4" WATERLINE TO

PLAYGROUND WATER PUMP.

COORDINATE WITH LANDSCAPE

PLANS. PROVIDE FITTINGS AND

ADAPTERS AS REQUIRED FOR

CONNECTION

4" WA

L=5.46'

(THIS SHEET)

1" x3/4" TEE

INSTALL 3/4" STOP AND WASTE VALVE AND 3/4"

QUICK COUPLING VALVE ON 3/4"x3/4"x3/4" TEE IN

CONCRETE METER BOX WITH CONCRETE LID

6" SS STUB, SEE

MECHANICAL PLANS

FOR CONTINUATION

L=4.0'

IE=1875.52

1" WA

L=80.40'

W

A

CONNECT TO 1"

DOMESTIC WATER LINE

FROM PUMP HOUSE,

SEE MECHANICAL PLANS

FOR CONTINUATION

1" WA

L=15.60'

(THIS SHEET)

AREA I

AREA II

AREA III

AREA IV

AREA VI

AREA V

POINT #

261603.25*6

11

NORTHING

261297.65

*25

2481837.03

2481510.70

EASTING

261354.91

1904.55

ELEVATION

1882.01

2480922.47 1884.57

DESCRIPTION

SET X

SET X

SET MAG

LOCATION

IN NORTH CURB OF CATALDO AVENUE

IN ASPHALT NORTHWEST CORNER

HOWARD ST. AND MALLON AVE.

IN SIDEWALK NORTHEAST CORNER

RIVER DR. AND WASHINGTON ST.

* NOT SHOWN ON PLANS

Know what's below.
before you dig.Call

R

UTILITY STATEMENT

LOCATION OF EXISTING UNDERGROUND

UTILITIES HAVE BEEN TAKEN FROM

DRAWINGS AND FIELD LOCATES SUPPLIED BY

THE APPROPRIATE UTILITY COMPANIES.

UTILITY LOCATIONS SHOWN ON THIS

DRAWING ARE APPROXIMATE ONLY. PRIOR

TO BEGINNING ANY CONSTRUCTION, THE

CONTRACTOR SHALL VERIFY THE EXACT

LOCATION OF EACH UTILITY.

S.18, T.25N., R.43E., W.M., CITY OF SPOKANE, SPOKANE COUNTY, WASHINGTON

NOTES

1. THE 2018 EDITION OF THE WSDOT STANDARD SPECIFICATIONS

FOR ROAD, BRIDGE AND MUNICIPAL CONSTRUCTION ARE THE

MINIMUM STANDARDS AND ANY ADDITIONAL REQUIREMENTS BY

CITY OF SPOKANE SHALL SUPERSEDE.

2. CONTRACTOR SHALL VERIFY LOCATION AND ELEVATION OF

EXISTING UTILITIES AT POINTS OF CONNECTIONS AND CROSSINGS

PRIOR TO CONSTRUCTION.

3. CONTRACTOR SHALL COORDINATE ALL CONNECTIONS TO

EXISTING UTILITIES WITH GOVERNING PURVEYORS, WHERE IN

EACH HAS JURISDICTION.

4. CONTRACTOR TO COORDINATE REQUIRED TESTING AND

INSPECTION WITH THE OWNER'S TESTING AGENCY AND THE CITY

OF SPOKANE.

5. NEW UTILITIES SHALL BE STUBBED 5' OUTSIDE OF BUILDING.

COORDINATE STUB LOCATIONS WITH MECHANICAL PLANS,

ARCHITECTURAL PLANS, AND BUILDING CONTRACTOR.

6. CONTRACTOR SHALL MARK THE ENDS OF UTILITY STUBS AND

CONDUITS.

7. CONTRACTOR SHALL PROVIDE THE CITY AND OWNER WITH

RECORD DRAWINGS PRIOR TO THE FINAL APPROVAL. ALL

DEVIATIONS FROM THE ORIGINAL PLANS MADE DURING THE

COURSE OF CONSTRUCTION, INCLUDING LOCATIONS, INVERTS,

AND DEPTHS OF UTILITIES SHALL BE CLEARLY MARKED ON THE

RECORD DRAWINGS.

8. NEW UNDERGROUND UTILITIES SHALL BE INSTALLED IN

ACCORDANCE WITH EACH UTILITY PURVEYOR STANDARDS.

9. PRIOR TO BACKFILL, ALL MAINS AND APPURTENANCES SHALL BE

INSPECTED AND APPROVED BY THE CITY OF SPOKANE

CONSTRUCTION INSPECTOR. IT SHALL BE THE CONTRACTORS

RESPONSIBILITY TO NOTIFY THE CITY FOR ANY REQUIRED

INSPECTIONS.

10. POWER, GAS AND DATA TRENCH EXCAVATION, BEDDING, AND

BACKFILL BY CONTRACTOR. CONTRACTOR SHALL COORDINATE

THIS WORK WITH EACH INDIVIDUAL PURVEYOR. SEE ELECTRICAL

AND MECHANICAL PLANS FOR ADDITIONAL INFORMATION.

11. COORDINATE WITH SHEETS C2.1 - C2.2 AND L2.0 - L2.4 FOR SITE

GRADING.

12. COORDINATE WITH SW SHEETS FOR STORM DRAINAGE

IMPROVEMENTS.

13. CONTRACTOR SHALL MAINTAIN A MINIMUM OF 10' OF HORIZONTAL

SEPARATION BETWEEN SEWER AND WATER LINES. WATER MAINS

AND WATER SERVICES CROSSING SEWERS AND HAVING LESS

THAN 18" OF VERTICAL SEPARATION MUST BE SLEEVED WITH

WATER CLASS PIPE 20 FEET MINIMUM WITH 10 FEET

PERPENDICULAR DISTANCE FROM SEWER.

14. WATER PIPE 4" IN DIAMETER AND LARGER SHALL BE AWWA C-151

DUCTILE IRON PIPE, CLASS 50.

15. WATER PIPE 2" IN DIAMETER SHALL BE TYPE "K" SOFT ANNEALED

COPPER OR HIGH-DENSITY POLYETHYLENE PIPE (HDPE), COPPER

TUBE SIZE, CL 250, AWWA C901, SDR 9, WITH 12 GAUGE TRACER

WIRE. WATER PIPE 1" AND SMALLER IN DIAMETER SHALL BE TYPE

"K" SOFT-ANNEALED COPPER.

16. WATER LINE FITTINGS SHALL BE MECHANICAL JOINT WITH

RESTRAINTS PER CITY SPECIFICATIONS. FITTINGS SHALL BE

CEMENT MORTAR LINED DUCTILE IRON PER AWWA C-151.

17. WATER LINES SHALL BE INSTALLED WITH 5.5' MINIMUM FROM

INVERT TO FINISHED GRADE.

18. CITY FORCES WILL MAKE CONNECTIONS TO EXISTING WATER

MAINS. CONTRACTOR SHALL COORDINATE SCHEDULING AND

REQUIREMENTS WITH CITY WATER DEPARTMENT.

19. DEFLECTION AT PIPE JOINTS SHALL NOT EXCEED 75% OF

MAXIMUM ALLOWED, PER MANUFACTURE'S RECOMMENDATIONS.

20. THE CONTRACTOR IS RESPONSIBLE FOR HYDROSTATIC

PRESSURE TESTING AND BACTERIOLOGICAL WATER QUALITY

TESTING OF NEW WATER MAINS. WATER MAINS SHALL BE

PRESSURE TESTED AND CHLORINATED PER AWWA C-651.

21. PIPE BEDDING AND TRENCH COMPACTION SHALL BE IN

ACCORDANCE WITH CITY STANDARD PLANS B18C-E.

22. SANITARY SEWER PIPE SHALL BE PVC IN CONFORMANCE WITH

ASTM D3034 SDR 35.

23. SANITARY SEWER  SERVICES SHALL MAINTAIN A MINIMUM COVER

OF 3.5 FEET, UNLESS SHOWN OTHERWISE.

24. CLEANOUTS SHALL CONFORM TO WSDOT STANDARD PLAN

B-85.40-00 AND SHALL BE PLUGGED WITH A REMOVABLE STOPPER

WHICH SHALL PREVENT THE PASSAGE OF DIRT OR WATER. RIM

ELEVATIONS SHALL BE SET FLUSH WITH FINISHED GRADE (TYP.).

25. MANHOLES SHALL CONFORM TO CITY OF SPOKANE STANDARD

PLAN Z-101

26. SANITARY SEWER LINES INSTALLED AT LESS THAN 2% GRADE

SHALL BE VERIFIED WITH LASER LEVEL.

27. THE CONTRACTOR SHALL PLACE DETECTABLE MARKING TAPE IN

THE EXCAVATION TRENCH AT MID-DEPTH LOCATION FOR ALL

UNDERGROUND UTILITIES FOR THE PURPOSE OF ALERTING ANY

FUTURE EXCAVATION.

1"=20'

C3.1

LEGEND

SS

WA

G

UGE

BUILDING

SEWER LINE

WATER LINE

GAS LINE

UNDERGROUND

ELECTRICAL

SEWER  MANHOLE

CLEANOUT

GAS METER

GATE VALVE

KEY PLAN

UTILITY PLAN - AREA III

5.02.2019

5.02.2019 CWD

SAA

402020 10

FEETSCALE:

0

1 INCH = 20

CONTOUR INTERVAL = 1 FOOT

TBM INFORMATION

BENCH MARK NOTE

CONTRACTOR SHALL PROTECT ALL EXISTING PROPERTY CORNERS AND BENCH MARKS. ANY DAMAGE

CAUSED BY CONSTRUCTION ACTIVITIES SHALL BE REMEDIED AT THE CONTRACTOR'S EXPENSE.

PIPE RESTRAINT TABLE

CITY WATER NOTES

1. WATER CROSSINGS AND LINE SEPARATION SHALL MEET STANDARD

PLANS W-110, W-111 AND W-112.

2. PRV IS REQUIRED FOR ALL DOMESTIC SERVICES AT 80 PSI OF

SYSTEM PRESSURE OR GREATER OR IF SERVICE IS DOWNSTREAM

OF A PUBLIC WATER SYSTEM PRV.

3. DI FOR PIPE DIAMETERS 4” AND GREATER; TYPE K COPPER FOR

DIAMETERS <2”; DIAMETER = 2” OR 3” TYPE K COPPER OR

HDPE (200 PSI, CTS, SDR 9).

4. PIPE RESTRAINT PER CITY OF SPOKANE DESIGN STANDARDS 8.6-3

AMENDMENT 3-2008.

5. PIPE DEPTH 5.5 FEET TO INVERT.

6. VAULT DETAIL MEETS MINIMUM SIZE REQUIREMENTS PER CITY OF

SPOKANE STANDARD PLAN Y-115.

7. 1/2-INCH ELECTRICAL CONDUIT IS REQUIRED FROM THE VAULT TO

THE NEAREST PERMANENT STRUCTURE FOR THE METER READING

DEVICE.

8. REQUIRED BACKFLOW ASSEMBLIES PROTECTING THE PUBLIC

WATER SUPPLY MUST BE WITHIN AT LEAST 60 FEET OF THE

PROPERTY LINE.

9. ANY UNUSED WATER SERVICE LINES TO THE PROPERTY MUST BE

DISCONNECTED AT THE PUBLIC WATER MAIN IN THE STREET. 

EXCAVATION/RESTORATION BY OWNER, DISCONNECTION WORK BY

CITY WATER.

10. ALL CONNECTIONS MADE TO PUBLIC WATER MAINS ARE

PERFORMED BY CITY FORCES, PAID FOR BY THE

DEVELOPER/OWNER/CONTRACTOR WHICH ALSO INCLUDES ALL

EXCAVATION, BACKFILL AND SURFACE RESTORATION BY THE

CONTRACTOR.

11. ALL ON-PROPERTY WATER SERVICE LINE WORK DOWNSTREAM OF

THE METER AND OUTSIDE OF ANY BUILDINGS MUST BE INSPECTED

BY THE COS WATER DEPARTMENT INSPECTOR AND COMPLY WITH

ALL COS CODES.

12. WATER SERVICE INSTALLATIONS SHALL FOLLOW THE

CURRENT “CITY OF SPOKANE WATER DEPARTMENT RULES AND

REGULATIONS FOR WATER SERVICE INSTALLATIONS” AND MUST

MEET CURRENT BACKFLOW STANDARDS PWE WAC 246-290-490.
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4" DOMESTIC METER VAULT WITH 4" METER.

REFER TO CITY OF SPOKANE  STANDARD PLAN

Y-115 FOR VAULT SIZE. INSTALL 

1

2

 INCH PVC

CONDUIT AND PULL STRING FROM VAULT TO

NEW BUILDING. COORDINATE REMOTE READ

LOCATION WITH OWNER. SEE ELECTRICAL

PLANS FOR REMOTE READER CABLE.

CITY FORCES TO INSTALL 4" TAPPING

SLEEVE, VALVE, AND DUCTILE IRON PIPE TO

VAULT. CONTRACTOR TO EXCAVATE

AND BACKFILL FOR CITY WORK.

SEE NOTES 2, 3, AND 18.

W
A

W

A

W

A

W
A

CONNECT 1" WATER LINE TO NEW

DRINKING FOUNTAIN. COORDINATE

LOCATION WITH LANDSCAPE PLANS.

PROVIDE FITTINGS AND ADAPTERS AS

REQUIRED FOR CONNECTION

REMOVE EXISTING SEWER LINE

AND CAP AT MANHOLE.

M
A

T
C

H
 
L
I
N

E
,
 
S

E
E

 
S

H
E

E
T

 
C

3
.
3

M
A

T
C

H
 
L
I
N

E
,
 
S

E
E

 
S

H
E

E
T

 
C

3
.
4

MATCH LINE, SEE SHEET C3.1

4" DI

L=29.73'

(THIS SHEET)

DRINKING FOUNTAIN

SUMP. SEE NOTE 28

4" DI

L=8.00'

X

X

X

X

X

X

X

X

X

FIELD VERIFY LOCATION AND

ELEVATION OF WATER MAIN

AND ADJUST LOCATION OF

LIGHT POLE AS NEEDED WITH

ELECTRICAL ENGINEER.

RESTROOM BUILDING TO BE DEMOLISHED

CONTRACTOR TO LOCATE WATER

SERVICE AND REMOVE BACK TO THE MAIN

AND CAP. (LOCATION UNKNOWN)

S

H

O

R

E

L

I

N

E

 

B

U

F

F

E

R

S

H

O

R

E

L

I

N

E

 

J

U

R

I

S

D

I

C

T

I

O

N

SEE STORMWATER (SW) SHEETS

FOR BRAIDED STREAM

A

P

P

R

O

X

.

 

O

R

D

I

N

A

R

Y

 

H

I

G

H

 

W

A

T

E

R

 

M

A

R

K

INSTALL 1" DOUBLE CHECK VALVE

ASSEMBLY AND 1" STOP AND WASTE

VALVE IN CONCRETE VAULT

(WILBERT PRECAST MODEL #1844-9

OR APPROVED EQUAL). SEE NOTE 30.

1" WA

L=24.05'

1" WA

L=47.62'

(THIS SHEET)

WA

W

A

AREA I

AREA II

AREA III

AREA IV

AREA VI

AREA V

POINT #

261603.25*6

11

NORTHING

261297.65

*25

2481837.03

2481510.70

EASTING

261354.91

1904.55

ELEVATION

1882.01

2480922.47 1884.57

DESCRIPTION

SET X

SET X

SET MAG

LOCATION

IN NORTH CURB OF CATALDO AVENUE

IN ASPHALT NORTHWEST CORNER

HOWARD ST. AND MALLON AVE.

IN SIDEWALK NORTHEAST CORNER

RIVER DR. AND WASHINGTON ST.

* NOT SHOWN ON PLANS

Know what's below.
before you dig.Call

R

UTILITY STATEMENT

LOCATION OF EXISTING UNDERGROUND

UTILITIES HAVE BEEN TAKEN FROM

DRAWINGS AND FIELD LOCATES SUPPLIED BY

THE APPROPRIATE UTILITY COMPANIES.

UTILITY LOCATIONS SHOWN ON THIS

DRAWING ARE APPROXIMATE ONLY. PRIOR

TO BEGINNING ANY CONSTRUCTION, THE

CONTRACTOR SHALL VERIFY THE EXACT

LOCATION OF EACH UTILITY.

S.18, T.25N., R.43E., W.M., CITY OF SPOKANE, SPOKANE COUNTY, WASHINGTON

LEGEND

1"=20'

C3.2

SS

WA

G

UGE

SEWER LINE

WATER LINE

GAS LINE

UNDERGROUND

ELECTRICAL

SEWER  MANHOLE

CLEANOUT

GAS METER

GATE VALVE

HYDRANT

KEY PLAN

UTILITY PLAN - AREA II AND IV

CWD

SAA

402020 10

FEETSCALE:

0

1 INCH = 20

CONTOUR INTERVAL = 1 FOOT

TBM INFORMATION

BENCH MARK NOTE

CONTRACTOR SHALL PROTECT ALL EXISTING PROPERTY CORNERS AND BENCH MARKS. ANY DAMAGE

CAUSED BY CONSTRUCTION ACTIVITIES SHALL BE REMEDIED AT THE CONTRACTOR'S EXPENSE.

NOTES

1. THE 2018 EDITION OF THE WSDOT STANDARD SPECIFICATIONS

FOR ROAD, BRIDGE AND MUNICIPAL CONSTRUCTION ARE THE

MINIMUM STANDARDS AND ANY ADDITIONAL REQUIREMENTS BY

CITY OF SPOKANE SHALL SUPERSEDE.

2. CONTRACTOR SHALL VERIFY LOCATION AND ELEVATION OF

EXISTING UTILITIES AT POINTS OF CONNECTIONS AND CROSSINGS

PRIOR TO CONSTRUCTION.

3. CONTRACTOR SHALL COORDINATE ALL CONNECTIONS TO

EXISTING UTILITIES WITH GOVERNING PURVEYORS, WHERE IN

EACH HAS JURISDICTION.

4. CONTRACTOR TO COORDINATE REQUIRED TESTING AND

INSPECTION WITH THE OWNER'S TESTING AGENCY AND THE CITY

OF SPOKANE.

5. NEW UTILITIES SHALL BE STUBBED 5' OUTSIDE OF BUILDING.

COORDINATE STUB LOCATIONS WITH MECHANICAL PLANS,

ARCHITECTURAL PLANS, AND BUILDING CONTRACTOR.

6. CONTRACTOR SHALL MARK THE ENDS OF UTILITY STUBS AND

CONDUITS.

7. CONTRACTOR SHALL PROVIDE THE CITY AND OWNER WITH

RECORD DRAWINGS PRIOR TO THE FINAL APPROVAL. ALL

DEVIATIONS FROM THE ORIGINAL PLANS MADE DURING THE

COURSE OF CONSTRUCTION, INCLUDING LOCATIONS, INVERTS,

AND DEPTHS OF UTILITIES SHALL BE CLEARLY MARKED ON THE

RECORD DRAWINGS.

8. NEW UNDERGROUND UTILITIES SHALL BE INSTALLED IN

ACCORDANCE WITH EACH UTILITY PURVEYOR STANDARDS.

9. PRIOR TO BACKFILL, ALL MAINS AND APPURTENANCES SHALL BE

INSPECTED AND APPROVED BY THE CITY OF SPOKANE

CONSTRUCTION INSPECTOR. IT SHALL BE THE CONTRACTORS

RESPONSIBILITY TO NOTIFY THE CITY FOR ANY REQUIRED

INSPECTIONS.

10. POWER, GAS AND DATA TRENCH EXCAVATION, BEDDING, AND

BACKFILL BY CONTRACTOR. CONTRACTOR SHALL COORDINATE

THIS WORK WITH EACH INDIVIDUAL PURVEYOR. SEE ELECTRICAL

AND MECHANICAL PLANS FOR ADDITIONAL INFORMATION.

11. COORDINATE WITH SHEETS C2.1 - C2.2 AND L2.0 - L2.4 FOR SITE

GRADING.

12. COORDINATE WITH SW SHEETS FOR STORM DRAINAGE

IMPROVEMENTS.

13. CONTRACTOR SHALL MAINTAIN A MINIMUM OF 10' OF HORIZONTAL

SEPARATION BETWEEN SEWER AND WATER LINES. WATER MAINS

AND WATER SERVICES CROSSING SEWERS AND HAVING LESS

THAN 18" OF VERTICAL SEPARATION MUST BE SLEEVED WITH

WATER CLASS PIPE 20 FEET MINIMUM WITH 10 FEET

PERPENDICULAR DISTANCE FROM SEWER.

14. WATER PIPE 4" IN DIAMETER AND LARGER SHALL BE AWWA C-151

DUCTILE IRON PIPE, CLASS 50.

15. WATER PIPE 2" IN DIAMETER SHALL BE TYPE "K" SOFT ANNEALED

COPPER OR HIGH-DENSITY POLYETHYLENE PIPE (HDPE), COPPER

TUBE SIZE, CL 250, AWWA C901, SDR 9, WITH 12 GAUGE TRACER

WIRE. WATER PIPE 1" IN DIAMETER AND SMALLER SHALL BE TYPE

"K" SOFT-ANNEALED COPPER.

16. WATER LINE FITTINGS SHALL BE MECHANICAL JOINT WITH

RESTRAINTS PER CITY SPECIFICATIONS. FITTINGS SHALL BE

CEMENT MORTAR LINED DUCTILE IRON PER AWWA C-151.

17. WATER LINES SHALL BE INSTALLED WITH 5.5' MINIMUM FROM

INVERT TO FINISHED GRADE.

18. CITY FORCES WILL MAKE CONNECTIONS TO EXISTING WATER

MAINS. CONTRACTOR SHALL COORDINATE SCHEDULING AND

REQUIREMENTS WITH CITY WATER DEPARTMENT.

19. DEFLECTION AT PIPE JOINTS SHALL NOT EXCEED 75% OF

MAXIMUM ALLOWED, PER MANUFACTURE'S RECOMMENDATIONS.

20. THE CONTRACTOR IS RESPONSIBLE FOR HYDROSTATIC

PRESSURE TESTING AND BACTERIOLOGICAL WATER QUALITY

TESTING OF NEW WATER MAINS. WATER MAINS SHALL BE

PRESSURE TESTED AND CHLORINATED PER AWWA C-651.

21. PIPE BEDDING AND TRENCH COMPACTION SHALL BE IN

ACCORDANCE WITH CITY STANDARD PLANS B18C-E.

22. SANITARY SEWER PIPE SHALL BE PVC IN CONFORMANCE WITH

ASTM D3034 SDR 35.

23. SANITARY SEWER  SERVICES SHALL MAINTAIN A MINIMUM COVER

OF 3.5 FEET.

24. CLEANOUTS SHALL CONFORM TO WSDOT STANDARD PLAN

B-85.40-00 AND SHALL BE PLUGGED WITH A REMOVABLE STOPPER

WHICH SHALL PREVENT THE PASSAGE OF DIRT OR WATER. RIM

ELEVATIONS SHALL BE SET FLUSH WITH FINISHED GRADE (TYP.).

25. MANHOLES SHALL CONFORM TO CITY OF SPOKANE STANDARD

PLAN Z-101

26. SANITARY SEWER LINES INSTALLED AT LESS THAN 2% GRADE

SHALL BE VERIFIED WITH LASER LEVEL.

27. THE CONTRACTOR SHALL PLACE DETECTABLE MARKING TAPE IN

THE EXCAVATION TRENCH AT MID-DEPTH LOCATION FOR ALL

UNDERGROUND UTILITIES FOR THE PURPOSE OF ALERTING ANY

FUTURE EXCAVATION.

28. EXTEND 2" SCH. 40 DRAIN PIPE FROM DRINKING FOUNTAIN DRAIN

TO 3' X 3' X 3' SUMP BELOW GRADE. FILL SUMP AREA WITH 1-1/2"

DRAIN ROCK AND ENCASE WITH FILTER FABRIC. PROVIDE MINIMUM

2% SLOPE ON DRAIN LINE AND MINIMUM 2' COVER OVER SUMP.

29. SEE SHEET C3.1 FOR CITY WATER NOTES AND RESTRAINT TABLE.

30. BACKFLOW  MUST MEET CURRENT STANDARDS PER WAC

246-290-490 AND FOLLOW CITY OF SPOKANE WATER DEPARTMENT

RULES AND REGULATIONS FOR WATER SERVICE INSTALLATIONS.
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TBM #11

S
S

AVISTA UTILITIES TO CONNECT NEW

GAS LINE TO EXISTING.

SEE NOTE 10.

REMOVE EXISTING

GAS LINE AND METER.

COORDINATE WITH

AVISTA UTILITIES.

ABANDONED 4" WATER LINE.

LOCATION APPROXIMATE.

REMOVE EXISTING WATER SERVICE

LINE TO METER VAULT. PROTECT

VAULT AND METER FOR

RECONNECTION TO SITE IRRIGATION

AS SHOWN ON SHEET L5.4

MATCH LINE, SEE SHEET C3.1

MAINTENANCE

BUILDING

SS CLEANOUT #3

6" IE=1876.59

22.5° BEND

SS MANHOLE #2

RIM EL=1881.30

6" IE IN=1873.71(N)

6" IE IN=1873.71(W)

6" IE IN=1873.71(E)

6" IE OUT=1873.61(S)

X

X

PROPERTY

LINE

CROSSING

4" WA IE=1876.50±

6" SS IE=1874.05

4" DI

L=118.41'

6" SS

L=133.44' (THIS SHEET)

G=0.0200

6" SS

L=25.16'

(THIS SHEET)

G=0.0600

6" SS

L=37.99'

G=0.0759

6" SS

L=27.42'

(THIS SHEET)

G=0.1614

4" DI

L=38.24'

(THIS SHEET)

2" G

L=68.38'

(THIS SHEET)

SEE NOTE 10

6" SS

L=43.42'

(THIS SHEET)

G=0.0120

MAINTENANCE BUILDING TO BE DEMOLISHED.

CONTRACTOR TO LOCATE SEWER SERVICES,

INCLUDING ROOF DRAINS CONNECTED TO

THE SEWER, AND REMOVE BACK TO THE

PROPERTY LINE ALONG WASHINGTON ST.

CAP ALL UNUSED PIPE. LOCATIONS ARE

APPROXIMATE. CONTRACTOR TO FIELD

VERIFY.

X

X

X

X

X

X

X

X
X

X

X
X

X

X
X

X

PROPERTY LINE

AREA I

AREA II

AREA III

AREA IV

AREA VI

AREA V

POINT #

261603.25*6

11

NORTHING

261297.65

*25

2481837.03

2481510.70

EASTING

261354.91

1904.55

ELEVATION

1882.01

2480922.47 1884.57

DESCRIPTION

SET X

SET X

SET MAG

LOCATION

IN NORTH CURB OF CATALDO AVENUE

IN ASPHALT NORTHWEST CORNER

HOWARD ST. AND MALLON AVE.

IN SIDEWALK NORTHEAST CORNER

RIVER DR. AND WASHINGTON ST.

* NOT SHOWN ON PLANS

Know what's below.
before you dig.Call

R

UTILITY STATEMENT

LOCATION OF EXISTING UNDERGROUND

UTILITIES HAVE BEEN TAKEN FROM

DRAWINGS AND FIELD LOCATES SUPPLIED BY

THE APPROPRIATE UTILITY COMPANIES.

UTILITY LOCATIONS SHOWN ON THIS

DRAWING ARE APPROXIMATE ONLY. PRIOR

TO BEGINNING ANY CONSTRUCTION, THE

CONTRACTOR SHALL VERIFY THE EXACT

LOCATION OF EACH UTILITY.

S.18, T.25N., R.43E., W.M., CITY OF SPOKANE, SPOKANE COUNTY, WASHINGTON

1"=20'

C3.3

LEGEND

SS

WA

G

UGE

BUILDING

SEWER LINE

WATER LINE

GAS LINE

UNDERGROUND

ELECTRICAL

SEWER  MANHOLE

CLEANOUT

GAS METER

GATE VALVE

KEY PLAN

UTILITY PLAN - AREA V

402020 10

FEETSCALE:

0

1 INCH = 20

CONTOUR INTERVAL = 1 FOOT

TBM INFORMATION

BENCH MARK NOTE

CONTRACTOR SHALL PROTECT ALL EXISTING PROPERTY CORNERS AND BENCH MARKS. ANY DAMAGE

CAUSED BY CONSTRUCTION ACTIVITIES SHALL BE REMEDIED AT THE CONTRACTOR'S EXPENSE.

NOTES

1. THE 2018 EDITION OF THE WSDOT STANDARD SPECIFICATIONS FOR

ROAD, BRIDGE AND MUNICIPAL CONSTRUCTION ARE THE MINIMUM

STANDARDS AND ANY ADDITIONAL REQUIREMENTS BY CITY OF SPOKANE

SHALL SUPERSEDE.

2. CONTRACTOR SHALL VERIFY LOCATION AND ELEVATION OF EXISTING

UTILITIES AT POINTS OF CONNECTIONS AND CROSSINGS PRIOR TO

CONSTRUCTION.

3. CONTRACTOR SHALL COORDINATE ALL CONNECTIONS TO EXISTING

UTILITIES WITH GOVERNING PURVEYORS, WHERE IN EACH HAS

JURISDICTION.

4. CONTRACTOR TO COORDINATE REQUIRED TESTING AND INSPECTION

WITH THE OWNER'S TESTING AGENCY AND THE CITY OF SPOKANE.

5. NEW UTILITIES SHALL BE STUBBED 5' OUTSIDE OF BUILDING.

COORDINATE STUB LOCATIONS WITH MECHANICAL PLANS,

ARCHITECTURAL PLANS, AND BUILDING CONTRACTOR.

6. CONTRACTOR SHALL MARK THE ENDS OF UTILITY STUBS AND CONDUITS.

7. CONTRACTOR SHALL PROVIDE THE CITY AND OWNER WITH RECORD

DRAWINGS PRIOR TO THE FINAL APPROVAL. ALL DEVIATIONS FROM THE

ORIGINAL PLANS MADE DURING THE COURSE OF CONSTRUCTION,

INCLUDING LOCATIONS, INVERTS, AND DEPTHS OF UTILITIES SHALL BE

CLEARLY MARKED ON THE RECORD DRAWINGS.

8. NEW UNDERGROUND UTILITIES SHALL BE INSTALLED IN ACCORDANCE

WITH EACH UTILITY PURVEYOR STANDARDS.

9. PRIOR TO BACKFILL, ALL MAINS AND APPURTENANCES SHALL BE

INSPECTED AND APPROVED BY THE CITY OF SPOKANE CONSTRUCTION

INSPECTOR. IT SHALL BE THE CONTRACTORS RESPONSIBILITY TO

NOTIFY THE CITY FOR ANY REQUIRED INSPECTIONS.

10. POWER, GAS AND DATA TRENCH EXCAVATION, BEDDING, AND BACKFILL

BY CONTRACTOR. CONTRACTOR SHALL COORDINATE THIS WORK WITH

EACH INDIVIDUAL PURVEYOR. SEE ELECTRICAL AND MECHANICAL PLANS

FOR ADDITIONAL INFORMATION.

11. COORDINATE WITH SHEETS C2.1 - C2.2 AND L2.0 - L2.4 FOR SITE GRADING.

12. COORDINATE WITH SW SHEETS FOR STORM DRAINAGE IMPROVEMENTS.

13. CONTRACTOR SHALL MAINTAIN A MINIMUM OF 10' OF HORIZONTAL

SEPARATION BETWEEN SEWER AND WATER LINES. WATER MAINS AND

WATER SERVICES CROSSING SEWERS AND HAVING LESS THAN 18" OF

VERTICAL SEPARATION MUST BE SLEEVED WITH WATER CLASS PIPE 20

FEET MINIMUM WITH 10 FEET PERPENDICULAR DISTANCE FROM SEWER.

14. WATER PIPE 4" IN DIAMETER AND LARGER SHALL BE AWWA C-151

DUCTILE IRON PIPE, CLASS 50.

15. WATER PIPE 2" IN DIAMETER SHALL BE TYPE "K" SOFT ANNEALED

COPPER OR HIGH-DENSITY POLYETHYLENE PIPE (HDPE), COPPER TUBE

SIZE, CL 250, AWWA C901, SDR 9, WITH 12 GAUGE TRACER WIRE. WATER

PIPE 1" DIAMETER AND SMALLER SHALL BE TYPE "K" SOFT-ANNEALED

COPPER.

16. WATER LINE FITTINGS SHALL BE MECHANICAL JOINT WITH RESTRAINTS

PER CITY SPECIFICATIONS. FITTINGS SHALL BE CEMENT MORTAR LINED

DUCTILE IRON PER AWWA C-151.

17. WATER LINES SHALL BE INSTALLED WITH 5.5' MINIMUM FROM INVERT TO

FINISHED GRADE.

18. CITY FORCES WILL MAKE CONNECTIONS TO EXISTING WATER MAINS.

CONTRACTOR SHALL COORDINATE SCHEDULING AND REQUIREMENTS

WITH CITY WATER DEPARTMENT.

19. DEFLECTION AT PIPE JOINTS SHALL NOT EXCEED 75% OF MAXIMUM

ALLOWED, PER MANUFACTURE'S RECOMMENDATIONS.

20. THE CONTRACTOR IS RESPONSIBLE FOR HYDROSTATIC PRESSURE

TESTING AND BACTERIOLOGICAL WATER QUALITY TESTING OF NEW

WATER MAINS. WATER MAINS SHALL BE PRESSURE TESTED AND

CHLORINATED PER AWWA C-651.

21. PIPE BEDDING AND TRENCH COMPACTION SHALL BE IN ACCORDANCE

WITH CITY STANDARD PLANS B18C-E.

22. SANITARY SEWER PIPE SHALL BE PVC IN CONFORMANCE WITH ASTM

D3034 SDR 35.

23. SANITARY SEWER  SERVICES SHALL MAINTAIN A MINIMUM COVER OF 3.5

FEET.

24. CLEANOUTS SHALL CONFORM TO WSDOT STANDARD PLAN B-85.40-00

AND SHALL BE PLUGGED WITH A REMOVABLE STOPPER WHICH SHALL

PREVENT THE PASSAGE OF DIRT OR WATER. RIM ELEVATIONS SHALL BE

SET FLUSH WITH FINISHED GRADE (TYP.).

25. MANHOLES SHALL CONFORM TO CITY OF SPOKANE STANDARD PLAN

Z-101

26. SANITARY SEWER LINES INSTALLED AT LESS THAN 2% GRADE SHALL BE

VERIFIED WITH LASER LEVEL.

27. THE CONTRACTOR SHALL PLACE DETECTABLE MARKING TAPE IN THE

EXCAVATION TRENCH AT MID-DEPTH LOCATION FOR ALL UNDERGROUND

UTILITIES FOR THE PURPOSE OF ALERTING ANY FUTURE EXCAVATION.

28. SEE SHEET C3.1 FOR CITY WATER NOTES AND RESTRAINT TABLE
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CONNECT 6" SEWER TO

EXISTING 27" MAIN WITH

SADDLE PER CITY OF

SPOKANE STANDARD

PLAN Z-116.

27" IE=1861.49±

6" IE=1863.74±
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S
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W
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W

A

W
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H
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S

T
.

MATCH LINE, SEE SHEET C3.3

SS MANHOLE #3

RIM EL=1881.62

6" IE IN=1870.04(N)

6" IE OUT=1869.94(SE)

SS MANHOLE #4

RIM EL=1882.15

6" IE IN=1868.50(NW)

6" IE OUT=1868.40(SW)

6" SS

L=71.82'

G=0.0200

6" SS

L=85.56'

G=0.0545

EXISTING SEWER MANHOLE

RIM=1877.96

27" IE=1861.11 (NW)

27" IE=1861.16 (SE)

EXISTING SEWER MANHOLE

RIM=1870.98

27" IE=1862.16 (NW)

27" IE=1864.08 (NE)
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.
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6" SS

L=45.15' (THIS SHEET)

G=0.0200

X

X

X

REMOVE WATER

LINE, VAULT, AND

DOUBLE CHECK.

CAP LINE AT MAIN

CROSSING

12" WA IE=1874.50±

6" SS IE=1867.72

CROSSING

24" SD IE=1873.64

6" SS IE=1866.56

CROSSING

24" SD IE=1874.38

12" WA IE=1874.50±

LOWER EXISTING WATER LINE TO

PROVIDE 18" VERTICAL SEPARATION

FROM PROPOSED 24" STORM LINE,

SEE NOTE 28

SAWCUT, REMOVE AND REPLACE

ASPHALT AS NEEDED FOR

SEWER CONNECTION. SEE

SHEET C1.2

FIELD VERIFY LOCATION AND

ELEVATION OF WATER MAIN

AND ADJUST LOCATION OF

LIGHT POLE AS NEEDED WITH

ELECTRICAL ENGINEER.
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AREA I

AREA II

AREA III

AREA IV

AREA VI

AREA V

POINT #

261603.25*6

11

NORTHING

261297.65

*25

2481837.03

2481510.70

EASTING

261354.91

1904.55

ELEVATION

1882.01

2480922.47 1884.57

DESCRIPTION

SET X

SET X

SET MAG

LOCATION

IN NORTH CURB OF CATALDO AVENUE

IN ASPHALT NORTHWEST CORNER

HOWARD ST. AND MALLON AVE.

IN SIDEWALK NORTHEAST CORNER

RIVER DR. AND WASHINGTON ST.

* NOT SHOWN ON PLANS

Know what's below.
before you dig.Call

R

UTILITY STATEMENT

LOCATION OF EXISTING UNDERGROUND

UTILITIES HAVE BEEN TAKEN FROM

DRAWINGS AND FIELD LOCATES SUPPLIED BY

THE APPROPRIATE UTILITY COMPANIES.

UTILITY LOCATIONS SHOWN ON THIS

DRAWING ARE APPROXIMATE ONLY. PRIOR

TO BEGINNING ANY CONSTRUCTION, THE

CONTRACTOR SHALL VERIFY THE EXACT

LOCATION OF EACH UTILITY.

S.18, T.25N., R.43E., W.M., CITY OF SPOKANE, SPOKANE COUNTY, WASHINGTON

NOTES

1. THE 2018 EDITION OF THE WSDOT STANDARD SPECIFICATIONS FOR ROAD, BRIDGE AND MUNICIPAL

CONSTRUCTION ARE THE MINIMUM STANDARDS AND ANY ADDITIONAL REQUIREMENTS BY CITY OF

SPOKANE SHALL SUPERSEDE.

2. CONTRACTOR SHALL VERIFY LOCATION AND ELEVATION OF EXISTING UTILITIES AT POINTS OF

CONNECTIONS AND CROSSINGS PRIOR TO CONSTRUCTION.

3. CONTRACTOR SHALL COORDINATE ALL CONNECTIONS TO EXISTING UTILITIES WITH GOVERNING

PURVEYORS, WHERE IN EACH HAS JURISDICTION.

4. CONTRACTOR TO COORDINATE REQUIRED TESTING AND INSPECTION WITH THE OWNER'S TESTING

AGENCY AND THE CITY OF SPOKANE.

5. NEW UTILITIES SHALL BE STUBBED 5' OUTSIDE OF BUILDING. COORDINATE STUB LOCATIONS WITH

MECHANICAL PLANS, ARCHITECTURAL PLANS, AND BUILDING CONTRACTOR.

6. CONTRACTOR SHALL MARK THE ENDS OF UTILITY STUBS AND CONDUITS.

7. CONTRACTOR SHALL PROVIDE THE CITY AND OWNER WITH RECORD DRAWINGS PRIOR TO THE FINAL

APPROVAL. ALL DEVIATIONS FROM THE ORIGINAL PLANS MADE DURING THE COURSE OF

CONSTRUCTION, INCLUDING LOCATIONS, INVERTS, AND DEPTHS OF UTILITIES SHALL BE CLEARLY

MARKED ON THE RECORD DRAWINGS.

8. NEW UNDERGROUND UTILITIES SHALL BE INSTALLED IN ACCORDANCE WITH EACH UTILITY PURVEYOR

STANDARDS.

9. PRIOR TO BACKFILL, ALL MAINS AND APPURTENANCES SHALL BE INSPECTED AND APPROVED BY THE

CITY OF SPOKANE CONSTRUCTION INSPECTOR. IT SHALL BE THE CONTRACTORS RESPONSIBILITY TO

NOTIFY THE CITY FOR ANY REQUIRED INSPECTIONS.

10. POWER, GAS AND DATA TRENCH EXCAVATION, BEDDING, AND BACKFILL BY CONTRACTOR.

CONTRACTOR SHALL COORDINATE THIS WORK WITH EACH INDIVIDUAL PURVEYOR. SEE ELECTRICAL

AND MECHANICAL PLANS FOR ADDITIONAL INFORMATION.

11. COORDINATE WITH SHEETS C2.1 - C2.2 AND L2.0 - L2.4 FOR SITE GRADING.

12. COORDINATE WITH SW SHEETS FOR STORM DRAINAGE IMPROVEMENTS.

13. CONTRACTOR SHALL MAINTAIN A MINIMUM OF 10' OF HORIZONTAL SEPARATION BETWEEN SEWER

AND WATER LINES. WATER MAINS AND WATER SERVICES CROSSING SEWERS AND HAVING LESS

THAN 18" OF VERTICAL SEPARATION MUST BE SLEEVED WITH WATER CLASS PIPE 20 FEET MINIMUM

WITH 10 FEET PERPENDICULAR DISTANCE FROM SEWER.

14. WATER PIPE 4" IN DIAMETER AND LARGER SHALL BE AWWA C-151 DUCTILE IRON PIPE, CLASS 50.

15. WATER PIPE 2" IN DIAMETER SHALL BE HIGH-DENSITY POLYETHYLENE PIPE (HDPE), COPPER TUBE

SIZE, CL 250, AWWA C901, SDR 9, WITH 12 GAUGE TRACER WIRE. WATER PIPE 1" IN DIAMETER SHALL

BE TYPE "K" SOFT-ANNEALED COPPER.

16. WATER LINE FITTINGS SHALL BE MECHANICAL JOINT WITH RESTRAINTS PER CITY SPECIFICATIONS.

FITTINGS SHALL BE CEMENT MORTAR LINED DUCTILE IRON PER AWWA C-151.

17. WATER LINES SHALL BE INSTALLED WITH 5.5' MINIMUM FROM INVERT TO FINISHED GRADE.

18. CITY FORCES WILL MAKE CONNECTIONS TO EXISTING WATER MAINS. CONTRACTOR SHALL

COORDINATE SCHEDULING AND REQUIREMENTS WITH CITY WATER DEPARTMENT.

19. DEFLECTION AT PIPE JOINTS SHALL NOT EXCEED 75% OF MAXIMUM ALLOWED, PER MANUFACTURE'S

RECOMMENDATIONS.

20. THE CONTRACTOR IS RESPONSIBLE FOR HYDROSTATIC PRESSURE TESTING AND BACTERIOLOGICAL

WATER QUALITY TESTING OF NEW WATER MAINS. WATER MAINS SHALL BE PRESSURE TESTED AND

CHLORINATED PER AWWA C-651.

21. PIPE BEDDING AND TRENCH COMPACTION SHALL BE IN ACCORDANCE WITH CITY STANDARD PLANS

B18C-E.

22. SANITARY SEWER PIPE SHALL BE PVC IN CONFORMANCE WITH ASTM D3034 SDR 35.

23. SANITARY SEWER  SERVICES SHALL MAINTAIN A MINIMUM COVER OF 3.5 FEET.

24. CLEANOUTS SHALL CONFORM TO WSDOT STANDARD PLAN B-85.40-00 AND SHALL BE PLUGGED WITH

A REMOVABLE STOPPER WHICH SHALL PREVENT THE PASSAGE OF DIRT OR WATER. RIM ELEVATIONS

SHALL BE SET FLUSH WITH FINISHED GRADE (TYP.).

25. MANHOLES SHALL CONFORM TO CITY OF SPOKANE STANDARD PLAN Z-101

26. SANITARY SEWER LINES INSTALLED AT LESS THAN 2% GRADE SHALL BE VERIFIED WITH LASER LEVEL.

27. THE CONTRACTOR SHALL PLACE DETECTABLE MARKING TAPE IN THE EXCAVATION TRENCH AT

MID-DEPTH LOCATION FOR ALL UNDERGROUND UTILITIES FOR THE PURPOSE OF ALERTING ANY

FUTURE EXCAVATION.

28. EXISTING12" WATER LINE SHALL BE RELOCATED (LOWERED) TO PROVIDE MINIMUM 18" VERTICAL

SEPARATION FROM NEW 24" STORM DRAIN LINE. CONTRACTOR SHALL PROVIDE  AND INSTALL ALL

REQUIRED PIPE AND FITTINGS (MAX. 45° BENDS) AND COORDINATE WITH THE CITY OF SPOKANE

WATER DEPARTMENT FOR SHUT OFF AND INSPECTION.

29. SEE SHEET C3.1 FOR CITY WATER NOTES AND

RESTRAINT TABLE.

1"=20'

C3.4

LEGEND

SS

WA

G

SEWER LINE

WATER LINE

GAS LINE

UNDERGROUND

ELECTRICAL

SEWER  MANHOLE

CLEANOUT

GAS METER

GATE VALVE

KEY PLAN

UTILITY PLAN - AREA VI

CWD

SAA

402020 10

FEETSCALE:

0

1 INCH = 20

CONTOUR INTERVAL = 1 FOOT

TBM INFORMATION

BENCH MARK NOTE

CONTRACTOR SHALL PROTECT ALL EXISTING PROPERTY CORNERS AND BENCH MARKS. ANY DAMAGE

CAUSED BY CONSTRUCTION ACTIVITIES SHALL BE REMEDIED AT THE CONTRACTOR'S EXPENSE.

UGE

5.02.2019

5.02.2019 CWD

SAA

DATE: FILE NAME:

PARK

TYPE OF IMPROVEMENT:

DRAWING NUMBER

P#: OF

SHEET TITLE:   

PROJECT TITLE:   

CURRENT DESIGN STANDARDS

SCALES ACCORDINGLY

THIS SHEET, ADJUST

IF NOT ONE INCH ON

ORIGINAL DRAWING.

BAR IS ONE INCH ON

0                                  1"

DESIGNED

CHECKED

APPROVED

DRAWN

CCS - ADOPTED 2/95

ELEVATION

CBM NO.

LOCATION

CITY DATUM

HORIZONTAL

VERTICAL

SCALE
REVISIONS

BY DATE

REVISION NO.:

SEE SHEET V1.0 FOR TEMPORARY

SEE SHEET V1.0

N/A

NAVD 88

DIGITALLY SIGNED:

CITY PURCHASING NUMBER

  Jul 01, 2019 - 10:00am    by: dokken

SPOKANE, WASHINGTON  99201-3343

808 WEST SPOKANE FALLS BLVD.

DEPARTMENT OF PARKS AND RECREATION

CITY OF SPOKANE, WASHINGTON

(509) 625-6200

RIVERFRONT PARK

NORTH BANK PLAYGROUND

BID SET

7.3.2019

BENCH MARK INFORMATION 

www.coffman.com

ph 509.328.2994

10 N. Post Street, Suite 500

Spokane, WA 99201

AutoCAD SHX Text
CB

AutoCAD SHX Text
HH

AutoCAD SHX Text
E

AutoCAD SHX Text
E

AutoCAD SHX Text
CB

AutoCAD SHX Text
CV

AutoCAD SHX Text
CV

AutoCAD SHX Text
CB

AutoCAD SHX Text
CB

AutoCAD SHX Text
CB

AutoCAD SHX Text
CB

AutoCAD SHX Text
W

AutoCAD SHX Text
W

AutoCAD SHX Text
CV

AutoCAD SHX Text
W

AutoCAD SHX Text
25670

AutoCAD SHX Text
E

AutoCAD SHX Text
N

AutoCAD SHX Text
I

AutoCAD SHX Text
G

AutoCAD SHX Text
N

AutoCAD SHX Text
E

AutoCAD SHX Text
L

AutoCAD SHX Text
A

AutoCAD SHX Text
N

AutoCAD SHX Text
O

AutoCAD SHX Text
I

AutoCAD SHX Text
S

AutoCAD SHX Text
S

AutoCAD SHX Text
E

AutoCAD SHX Text
F

AutoCAD SHX Text
O

AutoCAD SHX Text
R

AutoCAD SHX Text
E

AutoCAD SHX Text
G

AutoCAD SHX Text
I

AutoCAD SHX Text
S

AutoCAD SHX Text
T

AutoCAD SHX Text
E

AutoCAD SHX Text
R

AutoCAD SHX Text
E

AutoCAD SHX Text
D

AutoCAD SHX Text
T

AutoCAD SHX Text
A

AutoCAD SHX Text
T

AutoCAD SHX Text
S

AutoCAD SHX Text
R

AutoCAD SHX Text
P

AutoCAD SHX Text
E

AutoCAD SHX Text
N

AutoCAD SHX Text
I

AutoCAD SHX Text
H

AutoCAD SHX Text
S

AutoCAD SHX Text
A

AutoCAD SHX Text
W

AutoCAD SHX Text
F

AutoCAD SHX Text
O

AutoCAD SHX Text
N

AutoCAD SHX Text
O

AutoCAD SHX Text
T

AutoCAD SHX Text
G

AutoCAD SHX Text
R

AutoCAD SHX Text
E

AutoCAD SHX Text
T

AutoCAD SHX Text
H

AutoCAD SHX Text
O

AutoCAD SHX Text
M

AutoCAD SHX Text
L.

AutoCAD SHX Text
A

AutoCAD SHX Text
R

AutoCAD SHX Text
N

AutoCAD SHX Text
O

AutoCAD SHX Text
L

AutoCAD SHX Text
A

AutoCAD SHX Text
S

AutoCAD SHX Text
D



STANDARD-DUTY ASPHALT1

SCALE: NTS

2.5" HOT MIX ASPHALT

(HMA)

4" CRUSHED SURFACING BASE

COURSE OR TOP COURSE

COMPACTED TO 95% PER

ASTM D1557

COMPACTED SUBGRADE

COMPACTED TO 95% PER

ASTM D1557

NOTES

1. HOTMIX ASPHALT (HMA) SHALL CONFORM TO SECTION 5-04 OF THE WSDOT STANDARDS.

HMA SHALL CONSIST OF 1/2 INCH OR 3/4 INCH MINUS NOMINAL AGGREGATE SIZE.

2. BITUMINOUS MATERIAL SHALL CONFORM TO SECTION 9-02 OF THE WSDOT STANDARDS.

3. CRUSHED SURFACING BASE COURSE OR TOP COURSE SHALL CONFORM TO SECTION

9-03.9(3) OF THE WSDOT STANDARDS.

6" WIDE PAINTED

BLUE STRIPE;

TWO COATS

6" WIDE PAINTED

BLUE STRIPE; TWO

COATS

4" WIDE PAINTED YELLOW

STRIPE; TWO COATS

4" WIDE PAINTED

YELLOW STRIPE;

TWO COATS

2'

8'-0" 5'-0" 8'-0" 9'-0"

NOTES:

1. PROVIDE TWO COATS OF

PAINT.

2. BLUE BACKGROUND WITH

WHITE SYMBOL PER CITY

STANDARD PLAN G-54.
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HEAVY-DUTY CONCRETE3

SCALE: NTS

C1.1,C1.2
C1.1

ACCESSIBLE PARKING - A4

SCALE: NTS

C1.1

NOTES:

6" WIDE PAINTED

BLUE STRIPE;

TWO COATS

6" WIDE PAINTED

BLUE STRIPE; TWO

COATS

8

C4.2

ACCESSIBLE SIGN

2'2'

9'-0" 5'-0"9'-0" 9'-0"

1. ACCESSIBLE SPACES AND AISLES SHALL BE LEVEL AND ANY SURFACE

SLOPE SHALL NOT EXCEED 2% IN ALL DIRECTIONS.

2. SIGNS AND STALLS SHALL CONFORM TO CITY STANDARD PLAN G-80A.

NOTES:

1. PROVIDE TWO COATS OF

PAINT.

2. BLUE BACKGROUND WITH

WHITE SYMBOL PER CITY

STANDARD PLAN G-54. 5'-0"

5
'
-
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"

1
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'
-
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"
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.
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WHITE

BLUE

ACCESSIBLE PARKING - B5

SCALE: NTS

C1.2

6" WIDE PAINTED

BLUE STRIPE;

TWO COATS

5'-0"

HEAVY-DUTY ASPHALT2

SCALE: NTS

C1.1,C1.2

4" HOT MIX ASPHALT (HMA)

6" CRUSHED SURFACING BASE

COURSE OR TOP COURSE

COMPACTED TO 95% PER

ASTM D1557

COMPACTED SUBGRADE

COMPACTED TO 95% PER

ASTM D1557

NOTES:

1. EXPANSION (ISOLATION) JOINTS SHALL USE A 3/8" PREMOLDED JOINT FILLER PER

SEC 9-04.1(2). JOINTS SHALL EXTEND THROUGH THE FULL CROSS-SECTION OF

THE SLAB & CURB, WHERE APPLICABLE.

2. CONTRACTION (CONTROL) JOINTS SHALL BE SPACED,NO FURTHER THAN 12' ON

CENTER, EACH WAY.

3. PROVIDE THICKENED EDGE AT TRANSITIONS TO OTHER PAVED STRUCTURES.

6" MIN. DEPTH OF AIR

ENTRAINED, 6 SACK

COMMERCIAL CONCRETE PER

WSDOT SECTION 6-02.3(2)B

4" CRUSHED SURFACING

TOP COURSE PER WSDOT

SECTION 9-03.9(3)

COMPACTED TO 95% PER

ASTM D1557

COMPACTED SUBGRADE

COMPACTED TO 95% PER

ASTM D1557

#4 EPOXY COATED REBAR AT

12" ON CENTER, EACH WAY

PROVIDE 3" SPACING

BETWEEN REBAR

AND EDGE OF SLAB

2
"
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E

8

C4.2

ACCESSIBLE SIGN

8

C4.2

ACCESSIBLE SIGN

NOTES

1. HOTMIX ASPHALT (HMA) SHALL CONFORM TO SECTION 5-04 OF THE WSDOT STANDARDS.

HMA SHALL CONSIST OF 1/2 INCH OR 3/4 INCH MINUS NOMINAL AGGREGATE SIZE.

2. BITUMINOUS MATERIAL SHALL CONFORM TO SECTION 9-02 OF THE WSDOT STANDARDS.

3. CRUSHED SURFACING BASE COURSE OR TOP COURSE SHALL CONFORM TO SECTION

9-03.9(3) OF THE WSDOT STANDARDS.

8

C4.2

ACCESSIBLE SIGN

MOUNTED ON BUILDING

8

C4.2

ACCESSIBLE SIGN

MOUNTED ON BUILDING

EQUAL EQUALEQUAL EQUALEQUAL EQUALEQUAL EQUALEQUAL EQUAL

NOTES:

1. ACCESSIBLE SPACES AND AISLES SHALL BE LEVEL AND ANY SURFACE

SLOPE SHALL NOT EXCEED 2% IN ALL DIRECTIONS.

2. SIGNS AND STALLS SHALL CONFORM TO CITY STANDARD PLAN G-80A.
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6" WIDE PAINTED

BLUE STRIPE; TWO

COATS

4" WIDE PAINTED

YELLOW STRIPE;

TWO COATS
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NOTES:
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PAINT.

2. BLUE BACKGROUND WITH
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STANDARD PLAN G-54.

5'-0"

5
'
-
0

"

EQUAL EQUAL

WHITE

BLUE

ACCESSIBLE

VAN

RESERVED

PARKING

R7-801

R7-801A (WHERE NOTED)

CONCRETE SIDEWALK

5
'
-
0

"
 
M

I
N

.

7
'
-
0

"
 
M

A
X

.
1

'
-
6

"

SLOPE 1/2"

12"

1
8

"

8"

3
"

2" DIA. GALVANIZED

STEEL POST CENTERED

ON ACCESSIBLE STALL

C1.2

VAN ACCESSIBLE PARKING - C6

SCALE: NTS
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SCALE: NTS
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ACCESSIBLE SIGN
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ASPHALT

CONCRETE CURB

ACCESSIBLE SIGN

WITH VAN ACCESSIBLE

SIGN

C1.1

GATE POCKET9

SCALE: 1" = 10'

EQUAL EQUAL

NOTES:

1. ACCESSIBLE SPACES AND AISLES SHALL BE LEVEL AND ANY SURFACE

SLOPE SHALL NOT EXCEED 2% IN ALL DIRECTIONS.

2. SIGNS AND STALLS SHALL CONFORM TO CITY STANDARD PLAN G-80A.
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SCALE: NTS
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DRIVEWAY10

SCALE: 1" = 10'
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NOTES:

1. SIGN SHALL BE INSTALLED WHERE INDICATED ON THE PLANS.

2. SIGN POST SHALL BE TELESPAR BRAND SQUARE TUBING OR APPROVED

EQUAL. INSTALL PER CITY OF SPOKANE STANDARD PLANS.

3. SIGN HEIGHT AND LOCATION PER CITY STANDARD PLAN G-20A.

4. ANGLE SIGN 45 DEGREES TOWARD DRIVE AISLE.
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SCALE: 1" = 10'
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C4.3CURB RAMP DETAILSCWD

SAA

C1.1

CURB RAMP "A"11
SCALE: 1" = 10' C1.1

CURB RAMP "C"13
SCALE: 1" = 10'C1.1

CURB RAMP "B"12
SCALE: 1" = 10'

C1.2

CURB RAMP "H"18
SCALE: 1" = 10'

C1.2

CURB RAMP "I"19
SCALE: 1" = 10'

C1.1

CURB RAMP "E"15
SCALE: 1" = 10'

C1.1

CURB RAMP "D"14
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CURB RAMP NOTES

1. CURB RAMPS SHALL CONFORM TO CITY STANDARDS FOR
MATERIALS AND CONSTRUCTION.

2. SEE CITY OF SPOKANE SPECIFICATIONS FOR DETECTABLE
WARNING SURFACE PRODUCT AND COLOR REQUIREMENTS.

3. SEE CITY STANDARD PLANS F-102, F-102A, F-106, F-106A, F-106B
AND F-106C FOR ADDITIONAL CONSTRUCTION REQUIREMENTS.

4. 1.2% MINIMUM CROSS SLOPE AND 2% MAXIMUM CROSS SLOPE.
NO ADDITIONAL CONSTRUCTION TOLERANCE IS ALLOWED.

5.02.2019

5.02.2019 CWD

SAA

NOTE: THIS CURB RAMP IS NOT ALONG AN
ACCESSIBLE ROUTE OF TRAVEL AND ITS
CROSS SLOPE IS NOT REQUIRED TO MEET
ACCESSIBILITY STANDARDS

NOTE: THIS CURB RAMP IS NOT ALONG AN
ACCESSIBLE ROUTE OF TRAVEL AND ITS
CROSS SLOPE IS NOT REQUIRED TO MEET
ACCESSIBILITY STANDARDS
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